
LIGHTING CONTROL &

ENERGY EFFICIENCY MANAGER

Polecharger

Electric charger for wall or pole with one charging connector, that 

can operate autonomously or with the SEAK SMART CITY control 

system, allowing it to determine the available capacity for charging 

cars. During the day, public lighting is in standby mode under 

electrical voltage and the entire capacity is available for cars. At night, 

part of the capacity is used for lighting and the rest for cars. 

Features
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    Compatible with SEAK SMART CITY lighting control

    One charging connector (Type 2, Mennekes) with 22 kW

    Without cable or with 5m cable and HID reader

    The status of the device and charging is shown on the display and   

    by the color of the LED indicator

    Authorization via RFID (optional) or QR code

    2x Ethernet (interconnected), OCPP 1.6/J support

    Payment via chargeme.online    

10122025Technická špecifikácia sa môže zmeniť bez predchádzajúceho upozornenia

Powerline
2-way powerline 

QM-50-SSI3, (asynchro) 

RS485 -

LAN Yes

WiFI -

GSM -

RFID
MIFARE card/tag according

to ISO14443 (13.56 MHz)

Protection class I.

Protection type IP 66

Impact resistance IK09

Protection against 

overload

CT coils

Leakage current 

sensor RCD

30mA AC, 6mA DC

Operating temperature -25 °C ~ +50 °C

Storage temperature -40 °C ~ +90 °C

Operating 

humidity air

max. 90% non-condensing

Weight 5kg

Dimension 360x160x95mm

Technical specification

Power supply
3xAC 230V, 32A, 

50Hz, TN-S

Max. output power 22 kW

Max. output current 3x32 A

Own consumption max. 10W

Charging connector Type 2 standard: 32A/400V

Electrical properties:

Communication:

Safety:

Mechanical specifications:

Ordering code:  without cable with RFID - POLEOS.....with HID reader -  POLEOSHID 
5 m cable (direct) with  RFID - POLECAD5.....with HID reader - POLECAD5HID

5 m cable (twisted) with  RFID - POLECATW5.....with HID reader - POLECATW5HID 

8 m cable (direct) with  RFID - POLECAD8.....with HID reader  -POLECAD8HID 

8m cable (twisted) with  RFID - POLECATW8.....with HID reader - POLECATW8HID 
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